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NETGEAR

RP334 Cable/DSL Phoneline Router

Version 3.26(CH.0)

8/17/2001

This note describes enhancements and bug fixes incorporated in the RP334 RAS software version V3.26.  The enhancements and fixes are those added since the previous RAS software release V3.25.

IMPORTANT:  PLEASE READ THE SECTION "UPGRADING TO THE NEW SOFTWARE" BEFORE ATTEMPTING TO UPGRADE YOUR ROUTER.

New Features Overview

Revised Manual Available

An updated Reference Manual is available on Netgear's website.

(Australia) Telstra BigPond Login Client

This version supports the login protocol for Telstra BigPond broadband service.  To configure your router for BigPond login, follow these steps:

1. Configure your router using your browser and select the Wizard Setup.  

2. In the second Wizard screen, click on the Service Type drop-down menu and select ‘Bigpond/Telstra’.

3. Enter your login name and password, exactly as given by BigPond (these are case sensitive). 

4. If BigPond has provided an Authentication Server address, enter it – otherwise leave that field as 0.0.0.0.

5.  Continue with the Wizard configuration.

Modifications and Bug Fixes

1. Added “Respond to Ping on Internet WAN Port” check box. Ping is in Stealth mode by default.
2. Add second DNS Server box in Wizard.
3. Updated Schedule settings; Schedule is now able to run through midnight.
4. Added Daylight saving time check box.
5. Added Initial time-stamp to log.
6. Renamed “Default Server” to “Default (DMZ) Server”.
7. Updated Port forwarding help file; added link to HTML file.
8. Bug Fixed: When the content filter log is full, router sometimes sends empty logs after the first one.
9. Bug Fixed: IE java script error during software upload.

Upgrading to the new software

The upgrade files are:

rp334v326.bin
This is the main router software, to be uploaded via the browser interface Maintenance->Upgrade page, or by FTP into file 'ras' (see manual).

romfile0.334
This is the factory default config file, to be uploaded via the browser interface Maintenance->File->Restore page, or by FTP into file 'rom-0' (see manual).

Please write down all of your configuration information before upgrading.

You can upgrade by using the browser interface Maintenance->Upgrade menu.  

1. Open the browser (Internet Explorer or Netscape)

2. Access the router (usually http://192.168.0.1)

3. Login to the router (User Name = admin    Password = 1234 unless you have changed it)

4. Click Maintenance

5. Click Upgrade

6. Click Browse and locate the upgrade file “rp334v326.bin”

7. Click Upload

8. Wait for the router to reboot

You can also update the router software over the LAN using an FTP client program. Refer to the Reference Guide for RP334 on your RP334 Resource CD for more information on upgrading.
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